Kanthal® A-1 and Kanthal® APM
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°C 20 100 200 400 500 600 700 900 1000 1100 1200 1300 1400
Ct 1.00 100 100 100 100 101 102 102 1.-(:;'3" 1.03 1.04 104 1.04 1.05
S8, mm R R o3 st e gl s
;anthaf‘-’" A-1 Kar;a;lm APM Q/m cm?/Q* g/m cm?/m mm?
10.0 10.0 0.0185 17017 558 314 78.5
9.5 9.5 0.0205 14590 503 298 70.9
9.27 0.0215 13555 479 291 67.5
8.25 8.25 0.0271 9555 380 259 53.5
8.0 8.0 0.0288 8713 357 251 50.3
7.35 7.35 0.0342 6757 301 231 42.4
7.0 7.0 0.0377 5837 273 220 38.5
6.54 0.0432 4760 239 205 33.6
6.5 6.5 0.0437 4673 236 204 33.2
6.0 6.0 0.0513 3676 201 188 283
5.83 0.0543 3372 190 183 26.7
55 5.5 0.0610 2831 169 173 23.8
5.0 5.0 0.0738 2127 139, 157 19.6
4.75 4.75 0.0818 1824 126 149 17.7
4.62 0.0865 1678 119 145 16.8
4.5 4.5 0.0912 1551 113 141 15.9
4.25 4.25 0.102 1306 101 134 14.2
4.11 0.109 1181 94.2 129 13.3
4.06 0112 1139 91.9 128 12.9
40 4.0 0.115 1089 89.2 126 12.6
3.75 3.75 0.131 897 78.4 118 11.0
3.65 0.139 827 74.3 115 10.5
3.5 3.5 0.151 730 68.3 110 9.62
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*em2/Q =12 x Ct /p (I = Current, Ct = temperature factor, p = surface load W/cm2)
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